












Special Features
Power Cord Bobbin-For safe to wind the electrical cord.
Safety Tip Over Protection-Your heater is designed to automatically shut-off when tipped. When
returned to normal upright position, heat will automatically come on again. This is a safety feature to
avoid the possibility of fire once the unit accidentally upsets

PRODUCT SPECIFICATIONS

● Model No: SP-HO76
● Voltage: AC 120V, 60 Hz
● Current : Maximum continuous draw: 12.5 amps
● Output : 2050/3070/5120BTUS
● Power:  I : 900Watts

 II : 1500Watts
● Operating Costs: Variable, depending upon electric Kwh cost, ambient temperature, Revalue of

insulation, outside or cooler air infiltration, filter cleanliness and other factors.
● Tolerances on all specifications: +5%, -10%

WARNING
This heater is intended for use on floors, not on elevated locations such as table or counters.

Avoid the use of an extension cord because the extension cord may over-heat and cause risk of fire.
However, if you have to use an extension cord, the cord
Shall be No. 14 AWG minimum size and rated not less than 1875W.

This heater is hot when in use. To avoid burns, do not let bare skin touch hot surfaces. If provided, use
handles when moving the heater. Keep combustible materials, such as furniture, pillows, bedding, papers,
clothes, and curtains at least 3 feet(0.9m) from the front of the heater and keep them away from the sides
and rear.

This heater is not intended for use in bathrooms, laundry areas, and similar indoor locations. Never locate a
heater where it may fall into a bathtub or other water container.

7

Owner’s Manual
Features
A. LCD

D. Master power switch

B. Function button

E. Radiator fins

C. Carry handle

F. Front cover
G.
H.

Castor
Castor mounting plate
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